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Sun Paper 300,000 t/a Bulk Paper Reconstruction and Expansion 
Project (PM29) Put into Operation Successfully 

Chong Qing Lee & Man’s Mud Desulfurization Project Passed the 
Environmental Acceptance Check

On September 16th, 2015, Sun Paper held a ceremonious 

ceremony for the 300,000 t/a bulk paper reconstruction 

and expansion project (PM29), which put into operation 

successfully and produced paper at the first commissioning.  

PM29 project with a gross area of 56000 m2 began 

construction from August 2014. The project is composed 

of beating section, paper machine section and finishing 

section. The beating section is composed of softwood pulp 

line, hardwood pulp line, chemi-mechanical pulp line and 

broke paper pulp line, the Metso’s energy-saving wide angle 

refiners are used for refining. Paper machine supplied by 

Voith equipping with most advanced head box with dilution 

water control and with lamella, vertical twin-wire former, 

double shoes press, cordless paper dryer section consisting 

of single row dryers and Vacroll, the most advanced film 

transfer sizing method, multi nip controllable soft-nip 

calendar and reeler. All the main equipment is supplied by 

Voith. The finishing line is mainly composed of two Metso’s 

rewinding machines with stable performance and good 

rewinding quality, five Pasaban paper cutters with good 

paper cutting quality, three Japan machines of ream 

machine, reel packing machine and stacking machine 

with good quality of packing. The paper machine width 

is 7330 mm, design speed is 1800 m/min, basis weight 

is 50-120 g/m2. Paper machine equipment has superior 

performance, adopts stable automatic control system 

and sophisticated production technology, which greatly 

promotes the upgrading of the company's products and 

pushes forward the company's intelligent manufacturing. 

In October, 2015, Chong Qing Lee & Man Paper Manufacturing 

Limited’s mud desulfurization project with RMB 50 million 

investments passed the environmental acceptance check by 

Chongqing Environmental Protection Bureau.

The alkali recovery process has produced a great amount 

of solid waste mud (calcium carbonate) since its 95,000 t/

a bamboo pulp project put into operation. To completely 

solve the potential risk of secondary pollution in landfill 

of the mud, Lee & Man Paper invested RMB 50 million 

to build an autonomous power station with 2×280 t/

h+1×260 t/h boiler flue gas wet desulfurization project (mud 

desulfurization project) from the end of 2013. The project 

innovatively used mud as desulfurizer for wet method 

desulfurization, the sulfur dioxide in flue gas was removed 

and changed to be gypsum (calcium sulfate) which can be 

used as building materials. The project comprehensively 

utilized mud of 82,000 t per year and produced CaSO4·2H2O 

136,900 t. The on-line monitoring data shows that power 

plant emissions of sulfur dioxide concentrations lower than 

100 mg/Nm3, far less than the national permitted emission 

standard 200 mg/Nm3, resulting sulfur dioxide emissions 

reduction of about 670 t per year. Meanwhile it can reduce 

waste leachate emissions in the landfill process, finally 

realize reduction, innocuity and resource principles of 

industrial solid waste. 


